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INTRODUCTION

Section 4 provides checklist and amplified procedures for the conduct
of normal operation. Normal procedures associated with optional systems
can be found in Section 9.

SPEEDS FOR NORMAL OPERATION

Unless otherwise noted, the following speeds are based on a maximum
weight of 2400 pounds and may be used for any lesser weight. However, to
achieve the performance specified in Section 5 for takeoff distance, the
speed appropriate to the particular weight must be used.

Takeoff, Flaps Up:

Normal Climb Out . . . . . . . 70-80 KIAS

Short Field Takeoff, Flaps 10° Speed at 50 Feet . . . . BB6KIAS
Enroute Climb, Flaps Up:

Normal, SeaLevel . . . . . . . . .. ... ... . 75-85KIAS

Normal, 10,000 Feet . . . e ¢+« e+« « < . . . . 70-80 KIAS

Best Rate of Climb, Sea Level e wow s 3 v o8 owow oww w s 10KIAS

Best Rate of Climb, 10,000 Feet . . . . . . . . . . . . T1KIAS

Best Angle of Climb, SeaLevel . . . . . . . . . . . . 60KIAS

Best Angle of Climb, 10,000Feet . . . . . . . . . . . . 65KIAS
Landing Approach:

Normal Approach,FlapsUp . . . . . . . . . . . . 65-75 KIAS

Normal Approach, Flaps30° . . . . . . . . . . . . 60-70 KIAS

Short Field Approach,Flaps30° . . . . . . . . . . . . 61KIAS
Balked Landing:

Maximum Power, Flaps 20° . . . . b5 KIAS
Maximum Recommended Turbulent A1r Penetratlon Speed:

BAOOLDS » & 5 5 5 & & 5 8 = 5 & & & s+ = s s & & « + « OYKIAS

2000LDS . « - .« « « v« =« 5 8 5 5 5 3 55 s 58 » x « 9GRKIAS

1600 Lbs . . . .« .+« ... . B2KIAS
Maximum Demonstra,ted Crosswmd Veloclty

Takeoff or Landing . . . . . . . . . . . . . . . . . 15KNOTS
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NOTE

Visually check airplane for general condition during
walk-around inspection. In cold weather, remove even
small accumulations of frost, ice or snow from wing, tail
and control surfaces. Also, make sure that control surfaces
contain no internal accumulations of ice or debris. Prior to
flight, check that pitot heater (if installed) is warm to touch
within 30 seconds with battery and pitot heat switches on.
If a night flight is planned, check operation of all lights,
and make sure a flashlight is available.

Figure 4-1. Preflight Inspection

4-4 30 May 1980



CESSNA SECTION 4
MODEL 172P NORMAL PROCEDURES

CHECKLIST PROCEDURES

PREFLIGHT INSPECTION

(DcasIN

1. Pilot’s Operating Handbook -- AVAILABLE IN THE AIRPLANE.
2. Control Wheel Lock -- REMOVE.
3. Ignition Switch -- OFF.
4. Avionics Power Switch -- OFF.
5. Master Switch -- ON.
| WARNING I
When turning on the master switch, using an external
power source, or pulling the propeller through by hand,
treat the propeller as if the ignition switch were on. Do not
stand, nor allow anyone else to stand, within the arc of the
propeller, since a loose or broken wire or a component
malfunction could cause the propeller to rotate.
6. Fuel Quantity Indicators -- CHECK QUANTITY.
7. Avionics Cooling Fan -- CHECK AUDIBLY FOR OPERATION.
8. Master Switch -- OFF.
9. Static Pressure Alternate Source Valve (if installed) -- OFF.
10. Baggage Door -- CHECK, lock with key if child’s seat is to be
occupied.
(2) EMPENNAGE

1. Rudder Gust Lock -- REMOVE.
2. Tail Tie-Down -- DISCONNECT.
3. Control Surfaces -- CHECK freedom of movement and security.

@ RIGHT WING Trailing Edge

1. Aileron -- CHECK freedom of movement and security.
(@) RIGHT WING

1. Wing Tie-Down -- DISCONNECT.

g. Main Wheel Tire -- CHECK for proper inflation.

Before first flight of the day and after each refueling, use sampler
cup and drain small quantity of fuel from fuel tank sump quick-
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4.
5.

(5)NOSE
1.

2.

O ca

el

drain valve to check for water, sediment, and proper fuel grade.
Fuel Quantity -- CHECK VISUALLY for desired level.
Fuel Filler Cap -- SECURE.

Engine Oil Level -- CHECK, do not operate with less than five
quarts. Fill to seven quarts for extended flight.

Before first flight of the day and after each refueling, pull out
strainer drain knob for about four seconds to clear fuel strainer of
possible water and sediment. Check strainer drain closed. If water
is observed, the fuel system may contain additional water, and
further draining of the system at the strainer, fuel tank sumps, and
fuel selector valve drain plug will be necessary.

Propeller and Spinner -- CHECK for nicks and security.
Landing Light(s) -- CHECK for condition and cleanliness.
Carburetor Air Filter -- CHECK for restrictions by dust or other
foreign matter.

Nose Wheel Strut and Tire -- CHECK for proper inflation.

Nose Tie-Down -- DISCONNECT.

Static Source Opening (left side of fuselage) -- CHECK for stop-
page.

(6) LEFT WING

1.
2.

3.
4.

Main Wheel Tire -- CHECK for proper inflation.

Before first flight of the day and after each refueling, use sampler
cup and drain small quantity of fuel from fuel tank sump quick-
drain valve to check for water, sediment and proper fuel grade.
Fuel Quantity -- CHECK VISUALLY for desired level.

Fuel Filler Cap -- SECURE.

(7) LEFT WING Leading Edge

1.
2.
3

4.

Pitot Tube Cover -- REMOVE and check opening for stoppage.
Fuel Tank Vent Opening -- CHECK for stoppage.

Stall Warning Opening -- CHECK for stoppage. To check the
system, place a clean handkerchief over the vent opening and
apply suction; a sound from the warning horn will confirm system
operation.

Wing Tie-Down -- DISCONNECT.

(8)LEFT WING Trailing Edge

1.

4-6

Aileron -- CHECK for freedom of movement and security.
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BEFORE STARTING ENGINE

e 00 00

Preflight Inspection -- COMPLETE.

Seats, Seat Belts, Shoulder Harnesses -- ADJUST and LOCK.
Fuel Selector Valve -- BOTH.

Avionics Power Switch, Autopilot (if installed), Electrical Equip-
ment -- OFF.

CAUTION

The avionics power switch must be OFF during engine
start to prevent possible damage to avionics.

Brakes -- TEST and SET.
Circuit Breakers -- CHECK IN.

STARTING ENGINE

=

= S0 0ol 100 BV i (0300 e

Mixture -- RICH.

Carburetor Heat -- COLD.

Master Switch -- ON.

Prime -- AS REQUIRED (2 to 6 strokes; none if engine is warm).
Throttle -- OPEN 1/8 INCH.

Propeller Area -- CLEAR.

Ignition Switch -- START (release when engine starts).
Oil Pressure -- CHECK.

Flashing Beacon and Navigation Lights -- ON as required.
Avionics Power Switch -- ON.

Radios -- ON.

BEFORE TAKEOFF

00 S SN . 091 1o =

Parking Brake -- SET.

Cabin Doors and Window(s) -- CLOSED and LOCKED.

Flight Controls -- FREE and CORRECT.

Flight Instruments -- SET.

Fuel Selector Valve -- BOTH.

Mixture -- RICH (below 3000 feet).

Elevator Trim and Rudder Trim (if installed) -- TAKEOFF.
Throttle -- 1700 RPM.

a. Magnetos -- CHECK (RPM drop should not exceed 125 RPM on
either magneto or 50 RPM differential between magnetos).
Carburetor Heat -- CHECK (for RPM drop).

Engine Instruments and Ammeter -- CHECK.

Suction Gage -- CHECK.

poo
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9. Throttle -- 1000 RPM or LESS.
10. Radios -- SET.
11. Autopilot (if installed) -- OFF.
12. Air Conditioner (if installed) -- OFF.
13. Strobe Lights -- AS DESIRED.
14. Throttle Friction Lock -- ADJUST.
15. Brakes -- RELEASE.

TAKEOFF
NORMAL TAKEOFF
1. Wing Flaps -- 0° - 10°.
2. Carburetor Heat -- COLD.
3. Throttle -- FULL OPEN.
4. Elevator Control -- LIFT NOSE WHEEL (at 55 KIAS).
5. Climb Speed -- 70-80 KIAS.

SHORT FIELD TAKEOFF

Wing Flaps -- 10°.

Carburetor Heat -- COLD.

Brakes -- APPLY.

Throttle -- FULL OPEN.

Mixture -- RICH (above 3000 feet, LEAN to obtain maximum RPM).
Brakes -- RELEASE.

Elevator Control -- SLIGHTLY TAIL LOW.

Climb Speed -- 56 KIAS (until all obstacles are cleared).

QNS R 00 DO

ENROUTE CLIMB
1. Airspeed -- 70-85 KIAS.
NOTE

If a maximum performance climb is necessary, use speeds
shown in the Rate Of Climb chart in Section 5.

2. Throttle -- FULL OPEN.
3. Mixture -- RICH (above 3000 feet, LEAN to obtain maximum RPM).

4-8 30 May 1980
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CRUISE

1. Power -- 2100-2700 RPM (no more than 75% is recommended).
2. Elevator and Rudder Trim (if installed) -- ADJUST.
3. Mixture -- LEAN.

DESCENT
1. Fuel Selector Valve -- BOTH.
2. Mixture -- ADJUST for smooth operation (full rich for idle power).
3. Power -- AS DESIRED.
4. Carburetor Heat -- FULL HEAT AS REQUIRED (to prevent

carburetor icing).

BEFORE LANDING

Seats, Seat Belts, Shoulder Harnesses -- SECURE.

Fuel Selector Valve -- BOTH.

Mixture -- RICH.

Carburetor Heat -- ON (apply full heat before reducing power).
Autopilot (if installed) -- OFF.

Air Conditioner (if installed) -- OFF.

O Pk G N

LANDING
NORMAL LANDING

Airspeed -- 65-75 KIAS (flaps UP).

Wing Flaps -- AS DESIRED (0°-10° below 110 KIAS, 10°-30° below
85 KIAS).

Airspeed -- 60-70 KIAS (flaps DOWN).

Touchdown -- MAIN WHEELS FIRST.

Landing Roll -- LOWER NOSE WHEEL GENTLY.

Braking -- MINIMUM REQUIRED.

SHORT FIELD LANDING

el

o O s

Airspeed -- 65-75 KIAS (flaps UP).

Wing Flaps -- FULL DOWN (30°).

Airspeed -- 61 KIAS (until flare).

Power -- REDUCE to idle after clearing obstacle.
Touchdown -- MAIN WHEELS FIRST.

Brakes -- APPLY HEAVILY.

Wing Flaps -- RETRACT.

1@ g0 o
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BALKED LANDING

Throttle -- FULL OPEN.
Carburetor Heat -- COLD.
Wing Flaps -- 20° (immediately).
Climb Speed -- 55 KIAS.
Wing Flaps -- 10° (until obstacles are cleared).
RETRACT (after reaching a safe altitude and 60
KIAS).

P 0 B

AFTER LANDING

1. Wing Flaps -- UP.
2. Carburetor Heat -- COLD.

SECURING AIRPLANE

1. Parking Brake -- SET.

2. Avionics Power Switch, Electrical Equipment, Autopilot (if
installed) -- OFF.

Mixture -- IDLE CUT-OFF (pulled full out).

Ignition Switch -- OFF.

Master Switch -- OFF.

Control Lock -- INSTALL.

S Uk w
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AMPLIFIED PROCEDURES

STARTING ENGINE

During engine starting, open the throttle approximately 1/8 inch. In
warm temperatures, one or two strokes of the primer should be sufficient.
In cold weather, up to six strokes of the primer may be necessary. If the
engine is warm, no priming will be required. In extremely cold tempera-
tures, it may be necessary to continue priming while cranking the engine.

Weak intermittent firing followed by puffs of black smoke from the
exhaust stack indicates overpriming or flooding. Excess fuel can be
cleared from the combustion chambers by the following procedure: setthe
mixture control full lean and the throttle full open; then crank the engine
through several revolutions with the starter. Repeat the starting proce-
dure without any additional priming.

If the engine is underprimed (most likely in cold weather with a cold
engine) it will not fire at all, and additional priming will be necessary. As
soon as the cylinders begin to fire, open the throttle slightly to keep it
running.

After starting, if the oil gage does not begin to show pressure within 30
seconds in the summertime and about twice thatlong in very cold weather,
stop engine and investigate. Lack of oil pressure can cause serious engine
damage. After starting, avoid the use of carburetor heat unless icing
conditions prevail.

NOTE

Additional details concerning cold weather starting and
operation may be found under COLD WEATHER OPERA -
TION paragraphs in this section.

TAXIING

When taxiing, it is important that speed and use of brakes be held to a
minimum and that all controls be utilized (see Taxiing Diagram, figure 4-
2) tomaintain directional control and balance.

The carburetor heat control knob should be pushed full in during all
ground operations unless heat is absolutely necessary. When the knob is
pulled out to the heat position, air entering the engine is not filtered.

30 May 1980 4-11
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USE UP AILERON

NEUTRAL ELEVATOR

CESSNA
MODEL 172P

USE UP AILERON
ON RH WING AND
NEUTRAL ELEVATOR

USE DOWN AILERON

DOWN ELEVATOR

CODE

WIND DIRECTION .

USE DOWN AILERON
ON RH WING AND
DOWN ELEVATOR

NOTE

Strong quartering tail winds require caution.
Avoid sudden bursts of the throttle and sharp
braking when the airplane is in this attitude.
Use the steerable nose wheel and rudder to
maintain direction.

Figure 4-2. Taxiing Diagram

4-12
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Taxiing over loose gravel or cinders should be done at low engine
speed to avoid abrasion and stone damage to the propeller tips.

BEFORE TAKEOFF
WARM-UP

If the engine accelerates smoothly, the airplane is ready for takeoff.
Since the engine is closely cowled for efficient in-flight engine cooling,
precautions should be taken to avoid overheating during prolonged engine
operation on the ground. Also, long periods of idling may cause fouled
spark plugs.

MAGNETO CHECK

The magneto check should be made at 1700 RPM as follows. Move
ignition switch first to R position and note RPM. Next move switch back to
BOTH to clear the other set of plugs. Then move switch to the L position,
note RPM and return the switch to the BOTH position. RPM drop should not
exceed 125 RPM on either magneto or show greater than 50 RPM differen-
tial between magnetos. If there is a doubt concerning operation of the
ignition system, RPM checks athigher engine speeds will usually confirm
whether a deficiency exists.

An absence of RPM drop may be an indication of faulty grounding of
one side of the ignition system or should be cause for suspicion that the
magneto timing is set in advance of the setting specified.

ALTERNATOR CHECK

Prior to flights where verification of proper alternator and alternator
control unit operation is essential (such as night or instrument flights), a
positive verification can be made by loading the electrical system
momentarily (3 to 5 seconds) with the landing light or by operating the
wing flaps during the engine runup (1700 RPM). The ammeter will remain
within a needle width of its initial reading if the alternator and alternator
control unit are operating properly.

TAKEOFF
POWER CHECK

It is important to check full-throttle engine operation early in the

30 May 1980 4-13
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FLIGHT OPERATIONS

Takeoff is made normally with carburetor heat off. Avoid excessive
leaning in cruise.

Carburetor heat may be used to overcome any occasional engine
roughness due to ice.

When operating in temperatures below -18°C, avoid using partial
carburetor heat. Partial heat may increase the carburetor air temperature
to the 0° to 21°C range, where icing is critical under certain atmospheric
conditions.

HOT WEATHER OPERATION

Refer to the general warm temperature starting information under
Starting Engine in this section. Avoid prolonged engine operation on the
ground.

NOISE CHARACTERISTICS

Increased emphasis on improving the quality of our environment
requires renewed effort on the part of all pilots to minimize the effect of
airplane noise ou the public.

We, as pilots, can demonstrate our concern for environmental im-
provement, by application of the following suggested procedures, and
thereby tend to build public support for aviation:

1. Pilots operating aircraft under VFR over outdoor assemblies of
persons, recreational and park areas, and other noise-sensitive
areas should make every effort to fly not less than 2000 feet above
the surface, weather permitting, even though flight at a lowerlevel
may be consistent with the provisions of government regulations.

2. During departure from or approach to an airport, climb after
takeoff and descent for landing should be made so as to avoid
prolonged flight at low altitude near noise-sensitive areas.

NOTE
The above recommended procedures do not apply where

they would conflict with Air Traffic Control clearances or
instructions, or where, in the pilot’s judgment, an altitude
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of less than 2000 feet is necessary for him to adequately
exercise his duty to see and avoid other aircraft.

The certificated noise level for the Model 172P at 2400 pounds maxi-
mum weight is 73.8 dB(A). No determination has been made by the Federal
Aviation Administration thatthe noise levels of this airplane are or should
be acceptable or unacceptable for operation at, into, or out of, any airport.
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FLIGHT OPERATIONS

Takeoff is made normally with carburetor heat off. Avoid excessive
leaning in cruise.

Carburetor heat may be used to overcome any occasional engine
roughness due to ice.

When operating in temperatures below -18°C, avoid using partial
carburetor heat. Partial heat may increase the carburetor air temperature
to the 0° to 21°C range, where icing is critical under certain atmospheric
conditions.

HOT WEATHER OPERATION

Refer to the general warm temperature starting information under
Starting Engine in this section. Avoid prolonged engine operation on the
ground.

NOISE CHARACTERISTICS

Increased emphasis on improving the quality of our environment
requires renewed effort on the part of all pilots to minimize the effect of
airplane noise ou the public.

We, as pilots, can demonstrate our concern for environmental im-
provement, by application of the following suggested procedures, and
thereby tend to build public support for aviation:

1. Pilots operating aircraft under VFR over outdoor assemblies of
persons, recreational and park areas, and other noise-sensitive
areas should make every effort to fly not less than 2000 feet above
the surface, weather permitting, even though flight at a lowerlevel
may be consistent with the provisions of government regulations.

2. During departure from or approach to an airport, climb after
takeoff and descent for landing should be made so as to avoid
prolonged flight at low altitude near noise-sensitive areas.

NOTE
The above recommended procedures do not apply where

they would conflict with Air Traffic Control clearances or
instructions, or where, in the pilot’s judgment, an altitude
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of less than 2000 feet is necessary for him to adequately
exercise his duty to see and avoid other aircraft.

The certificated noise level for the Model 172P at 2400 pounds maxi-
mum weight is 73.8 dB(A). No determination has been made by the Federal
Aviation Administration thatthe noise levels of this airplane are or should
be acceptable or unacceptable for operation at, into, or out of, any airport.
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